Blade Server Request For Vendor Bids

Due Date: March 1, 2005 by 3:00 p.m.

Submit Electronically To: Cristal.Ewald@jb.state.ia.us

Project Summary:  To migrate 3 servers to a rack mounted blade servers. A SAN should not be included. We would welcome cost options of various components, which would make adding a SAN at a later time easier, but this is not a requirement.

Requirements:

· Proposal and pricing information shall include the following technical components:

1. Power requirements (the computer room for this project has 3 Phase power).

2. Server configuration.

3. A rack mounted UPS.

4. A standard 42U Enclosed Rack.

5. A blade enclosure.

6. An integrated switch.

7. Four Blades with two drives each for mirroring purposes (see additional server information for the systems currently being used which are to be replaced with blade technology).
8. All pricing information is fixed price and valid for 120 days from submission of proposal.
9. Vendor proposals shall use current or existing contracts with the State of Iowa and reference the existing contract in the proposal.
10. Vendor shall outline costs of proposed blade solution using the attached table (see table at end of this document).
· Proposal and cost shall include the following Service & Support components:

1.  Hardware maintenance costs 24x7 with a resolution within 4 hours of the initial call.

2.  Definition of the location parts depots and the type of parts stocked in the Upper Midwest.

3. A general overview of the steps and timeframes for installing the new equipment and on-site local system integration assistance with migrating old servers to the new devices.

4. A brief description of the management tools used to for system administration of the blade system.  If applicable, please specify any local training or support options.

5. Pricing information and Standard Level of Service Agreement options for On-going, post-implementation server integration support

	Blade Solution Costs 
	

	Hardware Items:
	Costs

	42U Rack
	

	Blade Enclosure
	

	Blades
	

	UPS
	

	Integrated Switch
	

	Other (Please Specify)
	

	Service & Support Items:
	

	24x7x4 Hour Hardware Support
	

	Installation/Migration Support
	

	Post Implementation Support
	

	Other (Please Specify)
	

	Other Items (Please Specify):
	

	
	

	Total Costs
	


Additional Server Information:

The servers which need to be installed in a blade environment no later than June 2005 include:

1.  
SMS Server 

2. DNS/DHCP Server-Domain Name Server-Performs host name to IP address resolution;

DHCP Dynamic Host Configuration Protocol-serves out IP numbers to devices connected to the network (named WINSDHCP1)

3.    DC-Domain Controller (named ICISTEMPDC)

4. A spare blade

New SMS Server Information:

Upgrade the current SMS 2.0 environment to the SMS 2003 environment.  This includes implementation of new hardware, Windows 2003 and SMS 2003.

The following rack mounted server specifications are for the new SMS server:


-3.2GHz/1MB Cache/533Hhz Xeon Base Unit


-2nd Processor, Xeon 3.2GHz/1MB Cache/533Hhz Xeon


-4GB DDR SDRAM 266MhZ Memory


- Two Mirrored 36GB 10K RPM Ultra 320 SCSI Hard Drives (for the Operating System)


-Three Raid drives 73GB each (for the applications)

Current WINSDHCP1 Server Information:

Server Name: WINSDHCP1

Server Function: Assigns IP numbers to Judicial Branch. It is the Internal DNS and Wins server.

Type of System:  Intel, Server, IBM Netfinity 3000

Processor (Number, Mhz/Ghz, etc.): 1 P III  600 Mhz

Disk Information (Size, RPM, Mirrored/RAID, etc.): 2-17 GB SCSI drives, RAID 1 

Memory: 256 MB

Model: 8476-71U
Operating System: Windows 2000 Server

OS Service Pack Level: 3

Tape Drive (Type, Capacity, etc.): Yes,

Backup Software: NT Backup

Description of Backup: Manual process performed once a month on the last business day of the month. Full backup. Not bootable from tape.

Time of NT Backup:  Manual process, a.m. last business day of the month

Length of NT Backup: 40 Minutes

Size of Backup: 1.4 GB
Current ICISTEMPDC Server Information:
Server Name: ICISTEMPDC 

Server Function: Internal one of two bridge-head servers for Active Directory (is the Domain Controller for Active Directory) secondary role holder

Type of System:  Intel, PC, IBM 300 PL
Processor (Number, Mhz/Ghz, etc.): 1 processor, P II 400 MHz

Disk Information (Size, RPM, Mirrored/RAID, etc.): 1- 6 GB IDE Drive. No raid

Memory: 130 MB

Model: 6892-20U
Operating System: Windows 2000 Server

OS Service Pack Level: 3

Tape Drive Tape Drive (Type, Capacity, etc.): N/A

Backup Software: NT Backup

Length of NT Backup: 10 minutes

Size of Backup: 415 MB
